Teletype Corporation 
P.D. No. 130 

Change 11 

Dated October 1, 1969 


Price Each Set $1,336.00 Net 


Equipment Features and Components 


Description 


Teletype Corporation Model 28 Assembled Compact Send-Receive Page Printer Set 


(VSL510BR) with these features: 


Five-level, 7.42 unit code 


Arranged for 20 or 60 MA neutral operation 


8-1/2" Width friction feed platen 


Signal bell on upper case "'S" 

Standard communications type box and 
three-row keytop arrangement (Slash 
"O'" on upper case ''P") 


Unshift-on-space may be disabled if 
desired 


Signal bell assembly {mounted on typing 
unit) 


Repeat character and space mechanisms 
Electrical signal line break mechanism 

Automatic carriage return and line feed 
Local line feed and carriage return 


Keyboard: Provides parallel output into 
a sequential distributor 


Wiring provided for synchro- 
nous pulse 


Base: Equipped with time delay motor 


stop mechanism and 3-speed 
gearshift for 45.5, 50.0 and 
74, 2 Baud operation 

110 V 50 cycle synchronous motor unit 


Three-tone color comination: 


Il. Keyboard finished in smooth greige 


2. Keyboard Base finished in smooth 
charcoal gray 


3. Table style cover finished in smooth 
light gray 


Generali Information 


The set is 2 combination of two standard 
Teletype lines of equipment; the typing 
unit is a Medel 28, the keyboard unit a 
Model 32 and the sequential distributor 
a, Modei 74% UD unit. 


Utilization of high volume standard line 
production components provides a high 
degree of interchangeability of parts, 
thus simplifying the parts logistics and 
field maintenance problems for a new 
operating set, 


Keydeard can be removed and operated at 
locations adjacent to the main printer 
set by lsngthening the keyboard cable. 
There is ac mechanical connection 
between tne keyboard and the typing unit. 
Cable furnished with set is long enough 
to remove keyboard for operational 
maintenance check immediately adjacent 
to the typing unit. 


Interoperates with existing teletypewriters 
having correspending features. 


Approximate set dimensions are as follows: 


Width -  16-3/8" 
Depth -  16-1/4" 
Height -  10-1/4" 
Weight - 55 lbs. approximate 


P.D. No. 130 


Teletype Corporation 
P.D. No, 130 (Continued) 
Change 11 

Dated October 1, 1969 


Components 
Price Each Net 

LP111RN/AY My PIN SAUNA: 4. Angier hs date S se Ns oe) © a aA $ 720.00 
LLK3CRL Wey laaik dio it5 6 ache a a ae Mone en Cin se ory see 413.00 
LMU51 MIO TONS PUMMUG feo. 5. Feces renk A “Guatgele idio> dare ceecebaha eileate arc pea ss! <s 69,00 
LPC400BR COVER) ¢-2qi ciara & Sheesh e ss BLE Re ea pases ho Bech gta ayeonelcs 113.00 

ASSémbly Change gead pita chi te Oe 2k ES Sew ROS 21,00 
284B BD Stathers Se Ses cas eas op ode a ell ese ng ee Soh ta Se OOTY Cap Nghe ae See -- 
295B IBGLIOCI oho. Re wha ani, aah oe ae aS a Boe ee Bee -- oe 
1197B Bulletin -- 


2 


Note: Does not include electrical facilities such as electrical motor control relay and 
line shunt switch (for mounting external to the page printer set) 


P. D. No. 130 (Continued) 


Teletype Corporation 
P.D, No. 131 
Change 11 


Dated October 1, 1969 


Price EachSet $ 1,181.00 Net 


Equipment Features and Components 


Description 


Teletype Corporation Model 28 Assembled Compact Receive-Only Page Printer Set 


(VSL501BR) with these features: 


Five-level, 7.42 unit code 

Arranged for 20 or 60 MA neutral operation 
8-1/2"' Width friction feed platen 

Signal bell on upper case "'S"' 


Standard communications type box 
(Slash ''O''on upper case ''P") 


Unshift-on-space may be disabled if 
desired 


Signal bell assembly (mounted on typing 
unit) 


Automatic carriage return and line feed 


Local line feed and carriage return 


Base: Equipped with time delay motor 
stop mechanism and 3-speed 
gearshift for 45.5, 50.0 and 
74, 2 Baud operation 


110 V 60 cycle synchronous motor unit 


Three-tone color combination: 


1. Base Cover Plate finished in 
smooth greige 


2. Base finished in smooth charcoal 
gray 


3. Table style cover finished in 
smooth light gray 


General Information 


Utilization of high volume standard line 
production components provides a high 
degree of interchangeability of parts, 
thus simplifying the parts logistics and 
field maintenance problems for a new 
operating set. 


Interoperates with existing teletypewriters 
having corresponding features, 


Approximate set dimensions areas 
follows: 


Width -  16-3/8"' 
Depth -  16-1/4'' 
Height -  10-1/4" 
Weight - 55 lbs. approximate 


P.D. No. 131 


Teletype Corporation 
P. D. No. 131 (Continued) 


Change 11 
Dated October 1, 1969 


Components 
Price Each Net 

LP111RN/AY Oana MAME > cee gt lean a “vs Gt ws oes, [Sy i $ 720.00 
LLB1 BASE iG 0S v5 A) ARE Ses oo Ne gh PO tose Me ee pak wal ae PGE ae 263.00 
LMU37 Motor Waitt ix ee Se i ye eR a se ee 66.00 
LPC401BR COVER ye asi ares aoe ae ey Be eos aged BS aisha oe oak 111.00 

Assempbly"Charge. 24.4 4:4@ 64 Use oO we ew TRS 21.00 
284B BWC py vente vac ee Soe ares 8 fle She Pewee emis eat eee e -- 
295B BUNleuin : «3 6k ghee od ee ne ORE CREASE Ss See Sy -- 
1197B BuUllewn 9.45 awn aks Bee kes Team e BSE SES i -- 


Note: Does not include electrical facilities such as electrical motor control relay and 
line shunt switch (for mounting external to the page printer set) 


P.D. No. 131 (Continued) 


Teletype Corporation 
P.D. No. 132 
Change 11 


Dated October 1, 1969 


Price Each Set $ 1,188.00 Net 


Equipment Features and Components 


Description 


Teletype Corporation Model 28 Assembled Compact Receive-Only Page Printer Set 


(VSL509BR) with these features: 


Five-level, 7. 42 unit code 

Arranged for 20 or 60 MA neutral operation 
8-1/2" Width friction feed platen 

Signal bell on upper case "'S" 


Standard communications type box 
(Slash "O" on upper case ''P") 


Unshift-on-space may be disabled if 
desired 


Signal bell assembly (mounted on typing 
unit ) 


Automatic carriage return and line feed 
Local line feed and carriage return 


Base: Equipped with time delay motor 
stop mechanism and 3- speed 
gearshift for 45.5, 50.0 and 
74, 2 Baud operation 


110 V 50 cycle synchronous motor unit. 


Three- tone color combination: 
1. Base Cover Plate finished in smooth 
greige 
2. Base finished in smooth charcoal 
gray 


3. Table style cover finished in smooth 
gray 


General Information 


Utilization of high volume standard line 
production components provides a high 
degree of interchangeability of parts, 
thus simplifying the parts logistics and 
field maintenance problems for a new 
operating set. 


Interoperates with existing teletypewriters 
having corresponding features. 


Approximate set dimensions are as 
follows: 


Width -  16-3/8" 
Depth -  16-1/4" 
Height -  10-1/4" 
Weight - 59 lbs. approximate 


P.D. No. 132 


Teletype Corporation 
P.D. No. 132 (Continued) 
Change 11 

Dated October 1, 1969 


Components 
Price Each Net 


LP111RN/AY RypineAUnhe ye ao sb Gh te ew ara Ce eats Oe »eeee $$ 720.00 
LLB2 BAS CP e otits Sis Poon a ook ee a a eee ee ES 267.00 
LMU51 INO tea We anes Ss ea ae la Sa catwoman ola? Sea vaer cae 69.00 
LPC401BR COVED ier t Aan esate tye sara cigesh, ola op gare feiae ote so sag ORS Poe, oat 111.00 
Assembly Charge ........ Pl peste eenenTores GSEs ag aaa 21.00 
284B Bulletin’ sseriestzie.2 oeectasetn ie ish hana unsenmetiw et peu Nayaet hea teats -- 
295B Bulletitt ts). se eed ee cam ee be eka eee he ga we aS 
1197B BULLOCH o 4 iv ek HME OR Head eB ere se Bee ee ac 


Note: Does not include electrical facilities such as electrical motor control relay and line 
shunt switch (for mounting external to the page printer set) 


P.D. No. 132 (Continued) 


Teletype Corporation 
P.D, No, 133 
Change 11 


Dated October 1, 1969 


Price Each Set $ 585.00 Net 


Equipment Features and Components 


Description 


Teletype Corporation Model 32TK Standard Duty Send-Receive Page Printer Set 


(Private Line Version) with these features: 


Five-Level code, 7.50 unit basis (1.5 unit 
stop pulse) 


8-1/2" friction feed platen capable of han- 
dling one or two ply paper (maximum roll 
diameter 5”) 


Two-color printing controlled by the 
send-receive mode 


Communications type wheel arrangement 
with associated four row keyboard 
layout (CCITT No, 2) 


115V AC 50 cycle synchronous motor unit 
with gears for 66 wpm (50,0 Bauds) 


Adjusted for 72 character line 

Horizontal spacing 10 characters per inch 
Vertical spacing 6 lines per inch 

Time delay motor control 


Power supply for local operation of set 


Selector magnet driver wired for .060 
amperes. Can accept .020 or .040 
amperes with proper wiring (strapping) 


Two-tone cover: Ivory and greige 
Standard Teletype nameplate 


Copyholder 
On-Off Local Switch 
Answer-back mechanism (20 character) 


actuated by either the "'Here-is" key or 
receipt of upper case ''D" 


Answer back drum to be coded by the 
customer 


Line break key 


Wiring provisions for optional full duplex 
operation 


Sheet metal stand with greige color finish 


Signal bell on upper case "J" 


General Information 


Interoperates with existing teletypewriters 
having corresponding features 


Fewer options possible compared to Model 
28 Heavy Duty equipment 


Actual and schematic wiring diagrams 
packaged with set 


Special function keys; "Here-is, Repeat, 
and Line break" 


One copy each of Bulletins 309B Vol. 1, 
309B Vol. 2, and 1210B furnished with 
each set 


Set shipped completely assembled less 


stand 


For applications requiring a broader range 
of features, the Teletype Model 28 line of 
equipment is recommended, 


P.D, No, 133 


Teletype Corporation 
P.D. No. 133 (Continued) 
Change 11 


Dated October 1, 1969 


Dimensions 


Complete set less stand: 
Width - 18-5/8" (47.2 cm) 
Depth - 18-1/2" (47.0 cm) 
Height - 8-3/8" (21.2 cm) 
Weight - 40 lbs. 


Stand: (Supports 


Width 

Depth (at Top) 
Depth (at Bottom) 
Height 

Weight 


Teletypewriter) 

- 17-3/4" (45.0 cm) 
= #8" (20.3 cm) 
- 6-1/2" (16.5 cm) 
- 24-1/2" (62.1 cm) 
- 12 lbs. 


P.D. No. 133 (Continued) 


Teletype Corporation 
P.D. No, 134 
Change 11 


Dated October 1, 1969 


Price Each Set $ 541.00 Net 


Equipment Features and Components 


Description 


Teletype Corporation Model 32TAH Standard Duty Receive-Only Page Printer Set (Private 


Line Version) with these features: 


Five-level code, 7.50 unit basis (1.5 unit 
stop pulse) 


8-1/2" friction feed platen capable of han- 
dling one or two ply paper (maximum roll 
diameter 5") 


Two-color printing 


Communications type wheel arrangement 
(CCITT No. 2) 


115 V AC 50 cycle synchronous motor unit 
with gears for 66 wom (50.0 Bauds) 


Adjusted for 72 character line 


Horizontal spacing 10 characters per inch 
Vertical spacing 6 lines per inch 


Time delay motor control 


' Signal bell on upper case "J" 
Selector magnet driver wired for .060 am- 


peres, Can accept .020 or .040 amperes 
with proper wiring (strapping) 
Two-tone covers ivory and greige 


Standard Teletype nameplate 


Answer back mechanism (20 character) 
actuated on receipt of upper case "D" 


Answer back drum to be coded by the 
customer 


Sheet metal stand with greige color finish 


General Information 


Interoperates with existing teletypewriters 
having corresponding features 


Fewer options possible compared to Model 
28 Heavy-Duty equipment 


Actual and schematic wiring diagrams 
packaged with set 


Set shipped completely assembled less 
stand 


For applications requiring a broader range 
of features, the Teletype Model 28 line of 
equipment is recommended, 


One copy each of Bulletins 309B Vol. 1, 
309B Vol. 2, and 1210B furnished with 
each set 


Stand: (Supports Teletypewriter) 


Width 17-3/4" (45.0 cm) 
Depth (at Top) 8" (20.3 cm) 
Depth (at Bottom) 6-1/2" (16.5 cm) 
Height 24-1/2" (62.1 cm) 
Weight 12 lbs. 

Dimensions 

Complete set less stand: 
Width 18-5/8" (47.2 cm) 
Depth 18-1/2" (47,0 cm) 
Height 8-3/8" (21.2 cm) 
Weight 40 lbs, 


P.D. No, 134 


Teletype Corporation 
P.D, No. 135 

Change 11 

Dated October 1, 1969 


Price Each Set $ 770.00 Net 


Equipment Features and Components 


Description 


Teletype Corporation Model 32TAJ Standard Duty Send-Receive Page Printer Set with Tape 
Perforator and Reader (Private Line Version) with these features: 


Set Features (Less Punch and Reader) 


Five-level, 7.50 unit code (1.5 unit stop 
pulse) 


8-1/2" friction feed platen capable of 
handling one or two ply paper (maximum 
roll diameter 5'') 


Two color printing controlled by the Send- 
Receive mode 


Communications type wheel arrangement 
with associated four row keyboard layout 
(CCITT No. 2) 

115 V AC 50 cycle synchronous motor unit 

Gears for 66 wpm operation (50.0 Bauds) 

Adjusted for 72 character line 

Horizontal spacing 10 character per inch 

Vertical spacing 6 lines per inch 

Power supply for local operation of set 

Signal bell on upper case ''J" 

Selector magnet driver wired for .060 
amperes. Can accept .020 or .040 am- 
peres with proper wiring (strapping) 


Time delay motor control mechanism 


Two-tone cover: Ivory and Greige 
Standard Teletype nameplate 


Copyholder 
On-off local switch 


Answer-back mechanism (20 character) 
actuated by either the "here-is" key or 
receipt of upper case "'D". 


Answer-back drum to be coded by the 
customer 


Line break key 


Wiring provisions for optional full duplex 
operation 


Sheet metal stand with greige color finish 


Removable chad box (Designed for attach- 
ing to stand) 


Tape Reader Features 


3- way operating switch for start, stop and 
free position 


"End-of-Tape"' mechanism to shut down 
reader 


Feed sensing electromagnet is pulsed by 
the distributor 


Power pack assembly 
Parallel wire output to distributor 
Operating sequence; reads tape and feeds 


Capable of reading either fully perforated 
or chadless tapes 


Tape Punch Features 


Four operating buttons, "OFF", "ON", 
"BACKSPACE", and ''RELEASE" 


1" core for tape supply 


Fully perforated 5-level code holes and 
feed hole 


"Vv" shaped tape tearoff 
Operating sequence; feed and punch 


P.D. No. 135 


Teletype Corporation 
P.D. No, 135 (Continued) 
Change 11 


Dated October 1, 1969 


General Information: 


Interoperates with existing teletypewriters 
having corresponding features 


Fewer options possible compared to Model 
28 Heavy-Duty Equipment 


Special function keys; "Here-is, Repeat, 
and Line Break" 


Prints maltese cross on upper case "'D" 
(originating unit only) 


Actual and schematic wiring diagrams 
packaged with set 


Set shipped completely assembled less 
stand and chad box 


For applications requiring a broader range 
of features, the Teletype Model 28 line of 
equipment is recommended. 


One copy each of Bulletins 309B Vol. 1, 
309B Vol, 2, and 1210B furnished with 
each set 


Dimensions 


Complete set less stand: 


Width @2" (55.8 cm) 
Depth 18-172" (47.0 cm) 
Height 8-3/8" (21.2 cm) 
Weight 44 lbs. 


Stand: (Supports Teletypewriter) 


Width 17-3/4" (45.0 cm) 
Depth (at Top) 8" (20.3 cm) 
Depth (at Bottom) 6-1/2" (16.5 cm) 
Height 24-1/2" (62.1 cm) 
Weight 12 lbs. 


P.D. No. 135 (Continued) 


Teletype Corporation 


P.D. No. 136 nigh 
Change 11 Price Each Set »974.70 Net 


Dated October 1, 1969 


Equipment Features and Components 
Description 


Teletype Corporation Unassembled Model 28 Receive-Only Typing Reperforator Set with 
these features: 


d-level, 7.42 unit code Double plate base with vibration mounts 
11/16" width fully perforated tape output 110V 60 cycle synchronous motor with 
with printing between the feed holes gears for 60, 75 or 100 words-per-minute 


operation (45.5, 56.9 and 74.2 Bauds) 
Communications type wheel arrangement 


BRP Electrical service unit with line relay 
mounting, line shunt relay, 120V DC, 
Unshift on space 120 MA rectifier, signal bell and con- 


necting cable 
Code reading and transfer type auxiliary 


contacts Line relay 
Automatic letters noninterfering tape Table and cover - gray-green textured 
feed-out (adjustable from .5 to 18 inches) vinyl finish 
Components 
Price Each Net 
LPR46BRP Typing ReperforatOmr - 622 sess Ga SD Rare wR See $ 587,00 
LRB30 BaS@e aces ok aie Gis eee bea patty ae Se Caden Gude Ghee Cw 120.00 
LESU12 Electrical Service Unit 3.4. i4cceeanec awe we 106.00 
LRC200GA OVENS «5058 sos Semen gp vce slo oh a ees sae Ser soa Or aes, eek Re Nor Sh ire 72,00 
LT200GA Table: 40.) eee cd GS Be ace ee SS OR Wa we si 79,00 
LMU3 Motor: Wnittt so 6c. otis a, Sie a OR ee on 50.00 
*161654 SetOl Gears. 60.Wpm) occ. ale Se bce Seng ye at ewe’ 6.30 
*161655 pet of-Gears: 75 wpm: 2.0) wk ee woe i SR een we eS 6.30 
*161656 Set. of Gears™100, wpm. 2.2 .arkea ete oe ky alee ew 6.30 
RY33 TAM GF ROMA pe. wtest cocensic: corte tee enter to Yoon aio peer hee Gham naoee 25.90 
179252 Modification Kit (Chad Disposal - LPR) .......... 8.70 
176615GA Modification Kit (Chad Disposal - LRB) .......... 7.20 
246B BWtetine ye seve so ee ie ee Bw oe a -~ 
247B Buble ties Ai stake vc sexes tee ee aut ter of cee eey Gen tet youn Aas -- 
295B SNL CL UAfe cag ver coylian cate sericea aks caves eer oe Se. el ee URIS aoe aa -- 
1167B IBV OUT 568 tity 8 Sek he tino nets wee eh Sa SSG BS BT Oe -- 
259B BOWEN 4.6 waht eww oR SRT RSTO OS Pe Be ~~ 
1174B BUlLOtiy oc uses he a ee aed: eae WR ae oe eI Oe Se ee a -- 
500508 SPSCIACATHON? 0: Sen. we 4) Bi Sole ee Bi Sle YOR wh Oe eb ede -- 
50109S Specification 2.54 sé ue omnee Seo OR ET AEE Oa -- 


*Each set of gears not required will result in a reduction in the above net price. 


P.D. No. 136 


Teletype Corporation 


P.D. No. 136A Price Each Set $ 739.00 Net 
Change 11 


Dated October 1, 1969 


Equipment Features and Components 


Description 


Teletype Corporation Unassembled Model 28 Receive-Only Nontyping Reperforator Set 
with these features: 


Five-level, 7.42 unit code Electrical service unit with line relay 
ce: mounting, line shunt relay, 120 V DC, 
11/16"' width fully perforated tape output 120 MA rectifier, signal bell and con- 
Chad chute necting cable 
Double plate base with vibration mounts ; 
Line relay 
110 V 60 cycle synchronous motor with 
gears for 60,75 or 100 words-per- minute Table and cover - gray-green textured 
operation (45.5, 56.9 and 74.2 Bauds) vinyl finish 
Components 
Price Each Net 
LRPE10 Nonkyping Reperforator wee ice. sw we ew eee $ 260.00 
LRB30 ESM SMe Bis Tish Bo dencals cote och etmek mae ee pe ee eat 120.00 
LESU12 PAE Ctrical Service Unit 2c en cs Gewese a Bag eos aw 106,00 
LRC200GA GON Cie cere Se ced cea ctee nanaes 2 Su a eotre an eeRS at wean es epee eres 72.00 
LT200GA TRADING esa Se See: cee tayteh geek pew ooh Civ ecou ole SRC AY cence Ra A 79.00 
LMU3 NLOTO I Wnt Ae fe eae ts hee Ree he ec cere rete occ AMON en rte ssatinly een, Soke es 50.00 
* 161654 Setvof Gears*60 wpile ase oe hee ee ee Sen 6.30 
* 161655 Set OfGearSte. Wome aisce)s ear a So olhok See ee Sisson fee Ae 6.30 
* 161656 Sétu.GfeGears-lO0; wpm 2 <5, pers oder a eye aig, aes Se be ae 6.30 
RY33 Tete IREVANS acco a scoletteh: 6.8 aye gto. 3 MONE alent ow 0 ONDRIOS ayn odd Se 25.90 
176615GA Modification Kit (Chad Disposal - LRB) .......... 7.20 
246B Bulletitiy ss.2. 3 s eeepeipria e he ie eet re tee ee wae we -- 
247B BD Te tetra ce ck ves aot eco cps, tbs eae es lop ak ag as tg a oe ak Poh tous Yas Biniah aacostees A ae 
295B BUS Ginn 5. a ae vot we gt Bo 6, i GL FA erie titer be ose eee ws ae -- 
1167B BUG EDING ce eis iereue: ea Rt Bik RS psios Soe een as gue “= 
259B Builletiny «4.4 ww ww 4 eee ee eRe ee ee eee eee a 
1174B BUWetnS pov g.e eo Rene we RY ale lt HEELS Rw. RES @ Soe 
50050S SpeciicaoOn gatsieeeedsetex en ia tas eeatas acca 


* Each set of gears not required will result in a reduction in the above net price. 


P.D. No. 136A 


Teletype Corporation 
P,D. No, 137 


Change 11 


Dated October 1, 1969 


Price Each Set $1,101.80 Net 


Equipment Features and Components 


Description 


Teletype Corporation Unassembled Model 28 Receive-Only Typing Reperforator Set with 


these features: 
Five-level, 7.42 unit code 


11/16" width fully perforated tape output 
with printing between the feed holes 


Communications type wheel arrangement 


BRP 


Unshift on space 


Code reading and transfer type auxiliary 


contacts 


Automatic letters noninterfering tape feed- 
out (adjustable from .5 to 18 inches) 


LPR46BRP 
LRB21 
LESU12 
LRC200GA 
LT200GA 
LMU3 
RY33 
179252 
176615GA 
246B 

247B 

295B 
1167B 
259B 
1174B 
500508 
501098 


Double plate base with vibration mounts 


110 V 60 cycle synchronous motor with 
gear shift mechanism for 60, 75 or 100 
words-per-minute operation (45.5, 56.9 
and 74.2 Bauds) 


Electrical service unit with line relay 
mounting, line shunt relay, 120 V DC, 
120 MA rectifier, signal bell and con- 
necting cable 


Line relay 


Table and cover - gray-green textured 
vinyl finish 


Components 
Price Each Net 
Typing Reperfonator ao. ach eee nea de wy wee Be $ 587.00 
Base...) sie ety sod eeas va ge aan B aelac muah seaie Ganaeare Gls hee 166.00 
Electrical Senvuii@e Unit: ga ce aw doe So paw we wee we ave ew 106.00 
COV Or 2 ca: eerste ie tacies We ESE DM Gil Sen he i lo) de de ese 72.00 
Tables Cale. topo eees oa apees Se eR owe RS 79.00 
Motor Unit veg aide. as has ace: Me oe oS ew ile eo ee 50.00 
ThinePReVa ys 8 scares Bie, eek oy Sea ee at AP meg eee rm See gas 25.90 
Modification Kit (Chad Disposal- LPR) .......... 8.70 
Modification Kit (Chad Disposal - LRB) .......... 7.20 
BUNGE 9 5 oh Boa ee el By ass, Di es oe ak A -- 
BULLE Ia 8 tee vevces asa fs eee gas eg Be ees as a eet es ee ee -- 
Bulletini: wsvacecavagse ee een ds 1acoae ss 6 oR Bs ame 
Bulletins, awn oe ea ARES ee APE RIS BPs ee -- 
PSUS EIN a 2a. serie witawy ey arriee ie are NG to ae "ae ete tn. Oe a) GL te ee Ad -- 
BULTIC 4 cn senso ayo er ape ae Give RA Rhcrene a a) Danie es -- 
SJE CGT CANELOTTY = pe we ss tas syor cay "Se et ah bat he aes Jy tas ean oes to we ee -- 
SPCCUMICALON: 4 js tried ee Bk ie a ee ela aoe eran gs -- 


P.D. No. 137 


Teletype Corporation 


P.D, No. 137A Price Each Set $ 766.10 Net 
Change 11 


Dated October 1, 1969 


Equipment Features and Components 


Description 


Teletype Corporation Unassembled Model 28 Receive-Only Nontyping Reperforator Set 
with these features: 


Five-level, 7.42 unit code Electrical service unit with line relay 
mounting, line shunt relay, 120 V DC, 
11/16" width fully perforated tape output 120 MA rectifier, signal bell and con- 


necting cable 
Double plate base with vibration mounts 


110 V 60 cycle synchronous motor with Lae role 

gear shift mechanism for 60, 75 or 100 

words-per-minute operation (45.5, 56.9 Table and cover - gray-green textured 

and 74.2 Bauds) vinyl finish 

Components 
Price Each Net 

LRPEIO Nontyping Reperforator . 26. 6 wwe ope Ee HERES $ 260.00 
LRB21 IASC Fo ese vey oles tech tates a Decco! ® Seay aR as fon eee gh PS) SVS IRE, 166.00 
LESU12 Blectrical’ServiceUnit .aneeen cs hae nuns awn & s 106.00 
LRC200GA COVEr gsi aes edo at tee ee SI DOOR SK Ce eH 72,00 
LT200GA Table. yaa cuda ceeds wb ew hee ee | SS Bae ere oy 79,00 
LMU3 Motor Unit sd. ais cae ww a eS wie wee SA we Se 50.00 
RY33 IhinesRelay” 5.6.6 au .6. 5 as BO a Soe ee Ew Sh Le Sw or 25.90 
176615GA Modification Kit (Chad Disposal - LRB) .......... 7.20 
246B Bulletin’ 4 47s 44 268 oO Re ee OE ae eo oH 
247B SULT OOTY Beste ging Seu vetdy Bo ph iek Weg tel Ta ay ero het MOOSE ae By eee roar yeh ae 
295B Bulletinu s 45 cab ea ee ee READER OKO Se CARE aR -~ 
1167B Bulletin) ¢ @< aw as ba causa ae & Mee Ba ole we ee as 
259B BRUT TG tT? Go seecsae a sce cen th cere ales add Bre tes as eon Ga a OS 10g TOP BN ae -- 
1174B Bue Gin we se te tk Ay pits Sages a Pah dee! Goes Gee phe a. wep ae -- 
50050S SPCCiMCAtION. san ecw xk ee ans MERE ODS wma SF -- 


P.D. No. 137A 


Teletype Corporation 
P.D. No. 140 

Change 11 

Dated October 1, 1969 


Price Each Set $ 912.00 Net 


Equipment Features and Components 


Description 


Teletype Corporation Model 33TR Standard Duty Send-Receive Page Printer Set with 
Numeric Keyboard, Tape Perforator and Reader with these features: 


Set Features (Less Punch and Reader) 


Eight-level code, 11.0 unit basis (1.0 unit 
start and 2.0 unit stop pulse) 


8-1/2" friction feed platen capable of han- 
dling one or two ply paper (maximum roll 
diameter 5 inches) 


Data communications typewheel (ASCII 
Code) and 4-row numeric keytop arrange- 
ment to allow only transmission of nu- 
meric and control information. Capable 
of receiving alpha-numeric information. 
(Similar to adding machine layout) 


115 V AC 60 cycle synchronous motor unit 
Gears for 100 wpm operation (110.0 Bauds) 


Horizontal spacing 10 characters per inch 
Vertical spacing 3 or 6 lines per inch 
Function box ''on-line"’ operation of line 


feed, carriage return, bell, WRU, EOT 
and EOM 


500 MA Selector magnet coils 
Space suppression at end-of-line 
Adjusted for 72 character line 
Repeat key 

Rubout key 

Generates "even" vertical parity 


500 MA selector magnet driver with asso- 
ciated rectifier 


Two-tone cover; Ivory and greige 


Standard Teletype nameplate 


Call control unit to provide station selec- 
tion through telephone plant utilizing 
Data Set (not furnished by Teletype) 
includes: 

1. No Dial 
2. Control Buttons 


3. Amplifier and speaker with volume 
control 


4. Ringer and lamps 
5. Telephone loop termination 


6. Power supply transformers 


7, Restrain and break lamp 


oe) 


Break release mechanism 
9. Interconnection facilities 


Answer-back mechanism (20 character) 
actuated by either remote code signal or 
an electrical pulse from the control unit 


Answer-back drum to be coded by the 
customer 


Low paper alarm and convenience outlet 
(physically mounted in call control unit) 


Copyholder 

Elapsed Timer for recording in hours 
length of time the equipment has been in 
operation (activated and deactivated upon 


starting and stopping of the motor) 


Sheet metal stand (Supports teletypewriter) 


DN Na 1AN 


Teletype Corporation 
P.D. No. 140 (Continued) 
Change 11 


Dated October 1, 1969 


Tape Readers Features 


Three-way operating switch for start, stop 
and a free position 


"End-of-tape' mechanism to shut down 
reader 


Feed sensing electromagnet is pulsed by 
the distributor 


Power pack mounted in the sheet metal 
stand 


Parallel wire output to distributor 
Operating sequence: Reads tape and feeds 


Capable of reading fully perforated tape 


General Information 


Interoperates with existing teletypewriters 
having corresponding features 


Fewer options possible compared to Model 
35 Heavy-Duty Equipment 


Actual and schematic wiring diagrams 
packaged with set 


Set shipped completely assembled less 
stand and chad box 


For applications requiring a broader range 
of features, the Teletype Model 35 line of 
equipment is recommended. 


The above equipment requires a channel 
capable of handling 110.0 Bauds (Bits per 
second) for operation at 100 WPM. 


One copy each of Bulletins 310B Vol. 1, 


310B Vol. 2, and 1184B furnished with 
each set 


Tape Punch Features 


Four operating buttons "OFF", "ON", 
"BACKSPACE" and ''RELEASE" 


1" core for tape supply 


Fully perforated 8-level code holes and 
feed hole 


Removable chad box 
"Vv" shaped tape tearoff 


Operating sequence: feed and punch 


Dimensions 


Complete set less stand: 


Width 22" 
Depth 18-1/2" 
Height 8-3/8" 
Weight 44 lbs. 

Stand: (Supports Teletypewriter) 
Width 17-3/4" 
Depth (at Top) 8" 

Depth (at Bottom) 6-1/2" 
Height 24-1/2" 
Weight 12 lbs. 


P.D. No. 140 (Continued) 


Teletype Corporation 
P.D. No, 140A 
Change 11 

Dated October 1, 1969 


Price Each Set $ 917.00 Net 


Equipment Features and Components 


Description 


Teletype Corporation Model 33Gi Standard Duty Send-Receive Page Printer Set with 
Numeric Keyboard, Tape Perforator and Reader with these features: 


Set Features (Less Punch and Reader) 


Eight-level code, 11.0 unit basis (1.0 unit 
start and 2.0 unit stop pulse) 


8-1/2" friction feed platen capable of 
handling one or two ply paper (maximum 
roll diameter 5 inches) 

Data communications typewheel (ASCII 
Code) and 4-row numeric keytop arrange- 
ment to allow only transmission of 
numeric and control information. Capable 
of receiving alpha-numeric information. 
(Similar to touch tone dial layout) 

115 V AC 60 cycle synchronous motor unit 

Gears for 100 wpm operation (110.0 Bauds) 

Horizontal spacing 10 characters per inch 

Vertical spacing 3 or 6 lines per inch 

Function box "on-line" operation of line 
feed, carriage return, bell, WRU, EOT 
and EOM 

500 MA Selector magnet coils 

Space suppression at end-of-line 

Adjusted for 72 character line 

Generates "even" vertical parity 

Repeat key 

Rub-out key 


500 MA selector magnet driver with 
associated rectifier 


Two-tone cover; Ivory and greige 


Standard Teletype nameplate 
Call control unit to provide station 
selection through telephone plant 
utilizing Data Set (not furnished by 
Teletype) includes: 
* 1. Rotary Dial 
2. Control Buttons 


3. Amplifier and speaker with volume 
control 


4. Ringer and lamps 

5. Telephone loop termination 
6. Power supply transformers 
7. Restrain and break lamp 


8. Break release mechanism 


Ne) 


. Interconnection facilities 


Answer -back mechanism (20 character) 
actuated by either remote code signal or 
an electrical pulse from the control unit 


Answer-back drum to be coded by the 
customer 


LOW paper alarm and convenience outlet 
(physicaily mounted in cail control 
unit) 

Copyhoider 


Elapsed Timer for recording in hours 
length of time the equipment has been in 
operation {activated and deactivated upon 
starting and stopping of the motor) 


Sheet metal stand (Supports teletypewriter) 


P.D. No. 149A 


Teletype Corporation 
P.D. No. 140A (Continued) 
Change 11 


Dated October 1, 1969 


Tape Readers Features 


Three-way operating switch for start, stop 
and a free position 


"End -of-tape'' mechanism to shut down 
reader 


Feed sensing electromagnet is pulsed by 
the distributor 


Power pack mounted in the sheet metal 
stand 


Parallel wire output to distributor 
Operating sequence: Reads tape and feeds 
Capable of reading fully perforated tape 
General Information 


Interoperates with existing teletypewriters 
having corresponding features 


Fewer options possible compared to Model 
35 Heavy-Duty Equipment 


Actual and schematic wiring diagrams 
packaged with set 


Set shipped completely assembled less 
stand and chad box 


For applications requiring a broader range 
of features, the Teletype Model 35 line of 
equipment is recommended. 


The above equipment requires a channel 
capable of handling 110.0 Bauds (Bits per 
second) for operation at 100 WPM 


One copy each of Bulletins 310B Vol. 1, 
310B Vol, 2, and 1184B furnished with 
each set 


Tape Punch Features 

Four operating buttons "OFF", ''ON", 
"BACKSPACE" and "RELEASE" 

1"' Core for tape supply 


Fully perforated 8-level code holes and 
feed hole 


Removable chad box 

"V'' shaped tape tearoff 

Operating sequence: feed and punch 
Dimensions 


Complete set less stand: 


Width 22" 
Depth 18-1/2" 
Height 8-3/8" 
Weight 44 lbs, 


Stand: (Supports Teletypewriter) 


Width - 17-3/4" 
Depth (at Top) - 8" 
Depth (at Bottom) - 6-1/2" 
Height - 24-172" 
Weight - 12 lbs. 


Optional Equipment Sets 


1. Model 33G2 at $938.00 net each - Same 
as Model 33G1 except has Touch- 
Tone Dial 


2. Model 33G3 at $981.00 net each - Same 
as Model 33G1 except has Touch- 
Tone Card Dialer 


3. Model 33G5 at $902.00 net each - Same 
as Model 33G1 except has no dial 


P.D. No. 140A (Continued) 


Teletype Corporation 
P.D. No. 141 


Change 11 


Dated October 1, 1969 


Price Each Set $ 2,492.00 Net 


Equipment Features and Components 


Description 


Teletype Corporation Assembled High Speed Punch Set VC 235 (DRPE) 60 cycle with these 


general features: 
DRPE Punch 


Operator adjustable, universal punch block 


5, 6, tor 6 level, 11/16", 7/8" or 1’ width 
fully perforated paper tape output 


Operates at speeds up to 2400 wpm 
(240 cps) 
Equipped with two, 115 Volt 60 cycle syn- 
chronous motors 
one motor for tape puller 
one motor for tape feed 
In-line feed hole 


Tape Transport 


Panel with facilities for mounting DRPE 
punch and includes the following: 

3000 ft. capacity tape supply reel; 

650 ft. take up reel 

115 Volt 60 cycle motor for tape 
take up reel; 

115 Volt 50/60 cycle motor for 
supply reel and vacuum chad 
disposal 

Ten 650 ft. take up reels 

Ten adapters 


Electronic control package for 115 Volts 60 cycle operation including: 


Electronics for punch drive 

Rectifier 

Controls for Rubout (Delete) and blank 
tape feed out 


Interconnecting cables with connectors 
Alarm lights for low tape (yellow) and 


broken tape or tape out (red) 


Test switch for maintenance purposes 


Adapters are included for mounting punch panel on 19" relay rack. Rack mount DRPE 
Punch Sets do NOT include relay rack or enclosure. Relay racks may be readily ob- 


tained from any electronic supply house. 


Components 
Price Each Net 

DRPE802 Ric Gheece PmBeN Hy aie orate sang Ot us eg ee a ae $ 830.00 
147855 Tape Transport Panel Assembly ...........000% 441.00 
147840 Blectronie packager a..40. A oma we koe Ae a ee es 1,009.00 
147842 19" Relay Rack Mounting Parts ...........2200- 168.00 
279B IBULLEUN 4 iy awe weet os wee OO sw ee ee Bee eS -- 
1186B BDC bith 5 Se s2 capris Nap waersavn step ges sat ey i hee he at RSS w ne Aa he egy gl See _ 

Assembly Charge Be SeRe wae ely Oeics aN ey os ehiey east wane he 44.00 


P.D. No. 141 


Teletype Corporation 
P.D. No. 141A 


Price Each Set $ 2,660.00 jot 


Change 11 


Dated October 1, 1969 


Equipment Features and Components 
Description 


Teletype Corporation Assembled Floor Model Tape Receiver Set 60 cycle (VS245) with 
these general features: 


Tape Punch Cabinet 
Perforates 6 level, 7/8" width fully perfo- Houses set components and includes a 3000 
rated paper tape output ft. tape supply reel and ten 650 ft. take up 
reels with adapters 
Advanced feed hole Motor driven take up reel. 
Control panel containing alarm lights for 
Operates at speeds up to 2400 wpm low tape (yellow) and broken tape or tape 
(240 cps) out (red) 


Paint finish is multicolor combination of 
smooth dark gray with a light gray front 
panel 


Equipped with two, 115 Volt 60 cycle 
synchronous motors 
one motor for tape puller 
one motor for tape feed Vacuum chad disposal 


Electronic control package for 115 Volts 60 cycle operation including: 


Test switch for maintenance purposes Power supply and electronics for punch drive 
and controls for Rubout and blank tape 
feed out Interconnecting cables with connectors 
Components 


Price Each Net 


DRPE600 MichrSpeed:Bun@h. os) iccedst spe alee 2S es eae we ae $ 691.00 
AC374MB Cabinetwy wig So (nh BA Ge Hah eee wk a Re Ee eo 905.00 
147830 Electronic: package: ..ckcaenc eee eaweewe ew eas 1,020.00 
279B Bulletin. 354 ew aw oo he we why Cue meas em ee ALS -- 
1186B BROS SOTa scs 4: ya aes sae al doh onde vines te eptah has lg aes woh ae ey Sree wl ey -- 
Assembly Charge: J. sve Ge eld eae Ae ee Sw Be ae 44.00 


P.D. No. 141A 


Teletype Corporation 
P.D. No, 141B 
Change 11 


Price Each Set $2,829.00 Net 


Dated October 1, 1969 


Equipment Features and Components 
Description 


Teletype Corporation Assembled Floor Model Tape Receiver Set 50 cycle (VS240) with 
these general features: 


DRPE Punch Cabinet 


Operator adjustable, universal punch block Cabinet houses set components and in- 
cludes a 3000 ft. tape supply reel and ten 
Punches 5, 6, 7 or 8 levels on 11/16", 7/8" set ea 


650 ft. tak ls with adapters 
or 1'’ width fully perforated paper tape Motor bei ice Gn #2 are 


putpat Control panel containing alarm lights 
Operates at speeds up to 2400 wpm for low tape (yellow) and broken tape 
(240 cps) or tape out (red) 


Equipped with two, 115 Volt 50 cycle 
synchronous motors 
one for tape puller 
one for tape feed 


Paint finish is multicolor combination of 
smooth dark gray with a light gray front 
panel 


In-line feed hole Vacuum chad disposal 


Electronic control package for 115 Volts 50 cycle operation including: 


Test switch for maintenance purposes and Power supply and electronics for punch drive 
controls for Rubout (Delete) and blank 
tape feed out Interconnecting cables with connectors 
Components 


Price Each Net 


DRPE806 High:Speed' Punch aacehisvve eke thee ee ee ees $ 832.00 
AC375MB GMT GE a ean oh. cice ie deaa oe Fie OP tebe ee ELE OE SLINGS OS 917.00 
147831 Electronic package ...........204. Sach tons 1,036.00 
Assembly CharnS@.eaweciaveneeers tee ee ni eevee 44.00 
279B BUEtiN ey oe oe oR ee He eee eee Se -- 


1186B BLOT arerarta sete co Gorse enon ees Oe ea ace We gel len cok eat A a 


P.D. No. 141B 


Teletype Corporation 
P.D. No. 141C 
Change 11 


Dated October 1, 1969 


Price Each Set $ 2,523.00 Net 


Equipment Features and Components 


Description 


Teletype Corporation Assembled High Speed Punch Set VC234 (DRPE) 50 cycle with these 


general features: 
DRPE Punch 


Operator adjustable, universal punch 
blocks 


5, 6, 7 or 8 level, 11/16", 7/8" or 1" width 
fully perforated paper tape output 


Operates at speeds up to 2400 wpm 
(240 cps) 
Equipped with two 115 Volt 50 cycle shaded 
pole motors 
one motor for tape puller 
one motor for tape feed 
In-line feed hole 


Tape Transport 


Panel with facilities for mounting DRPE 
punch and includes the following: 


3000 ft. tape supply reel 

650 ft. take up reel 

115 Volt 50 cycle motor for tape take up 
reel 

115 Volt 50/60 cycle induction motor for 
supply reel and vacuum chad disposal 

Ten 650 ft. take up reels 

Ten adapters 


Electronic control package for 115 Volts 50 cycle operation including: 


Electronics for punch drive 

Rectifier 

Controls for Rubout (Delete) and blank 
tape feed out 


Interconnecting cables with connectors 

Alarm lights for low tape (yellow) and 
broken tape or tape out (red) 

Test switch for maintenance purposes 


Adapters are included for mounting punch panel on 19"' relay rack. Rack Mount DRPE 
Punch Sets do NOT include relay rack or enclosure. Relay racks may be readily ob- 


tained from any electronic supply house. 


Components 


Price Each Net 


DRPE806 MighsSpeed PUNCH vate coe seers ome hee WHT Re we On eS $ 832.00 
147856 Tape Transport Panel Assembly ...........0..05 453.00 
147841 Electronic: package «0. ss eRe ERR ER GT SS 1,026.00 
147842 19" Relay Rack Mounting Part .............0005 168.00 
279B Bulletiny 3. 2-0 vie tye eh ee eM bea OE eR Oe OL a RPE ze 
1186B BUCH sere is, Sie Sis Be wans seb pce ae ar ngs ss Ra -- 
Assembly Charge ....... SERCO DE CRE aCe 44.00 


P.D. No. 141C 


Teletype Corporation 
P.D. No. 141D 


Price Each Set $ 2,799.00 Net 


Change 11 


Dated October 1, 1969 


Equipment Features and Components 


Description 


Teletype Corporation Assembled Floor Model Tape Receiver Set 60 cycle (VS241) with 
these general features: 


DRPE Punch Cabinet 


Operator adjustable, universal punch block Cabinet houses set components and in- 


cludes a 3000 ft. tape supply reel anda 
Punches 5, 6, 7 or 8 levels on 11/16", 7/8" eet ites 


aie 650 ft. take up reel plus a control panel 
or 1" width fully perforated paper tape containing alarm lights for low tape 
output 


(yellow) and broken tape or tape out (red) 
Operates at speeds up to 2400 wpm Motor driven take up reel 

(240 cps) 
Paint finish is multicolor combination of 


Equipped with two, 115 Volt 60 cycle smooth dark gray with a light gray front 


synchronous motors 


1 
one for tape puller rigs 
one for tape feed 
In-line feed hole Vacuum chad disposal 


Electronic control package for 110 Volts 60 cycle operation including: 


Test switch for maintenance purposes Electronics for punch drive rectifier 
and controls for Rubout (Delete) and blank 
tape feed out Interconnecting cables with connectors 
Components 


Price Each Net 


DRPE802 High Speed Bunch’ 2.446685 56% ee apd ee ea twee on $ 830.00 
AC374MB CAIN, ves Bw ocd ies, Sein ie bes PROS RAE SRSA SS E 905.00 
147830 Blectronice package aa auia aac ctaaeuae ewe es HS 1,020.00 
Assembly*Gharge .anceers tee BERRI RK KE ES 44.00 
279B BUMet IN voce) eee viele en pee ee W ato & & Bed eo ~ 
1186B Bulletin -- 


ee 


P.D. No. 141D 


Teletype Corporation 
P.D. No. 141E Price Each Set $ 2,393.00 Net 
Change 11 


Dated October 1, 1969 


Equipment, Features and Components 
Description 


Teletype Corporation Assembled High Speed Punch Set VC236 (DRPE) 60 cycle with these 
general features: 


DRPE Punch Tape Transport 

Perforates 6-level, 7/8" width fully Panel with facilities for mounting DRPE 
perforated paper tape output punch and includes the following: 

Operates at speeds up to 2400 wpm 3000 ft. capacity tape supply reel; 
(240 cps) 650 ft. take up reel 

Equipped with two 110 Volt 60 cycle 115 Volt 60 cycle motor for tape 
synchronous motors and take up reel; 
one motor for tape puller 115 Volt 50/60 cycle motor for sup- 
one motor for tape feed ply reel and vacuum chad disposal 

Advanced feed hole Ten 650 ft. take up reels 


Ten adapters 


Electronic control package for 115 Volts 60 cycle operating including: 


Electronics for punch drive Interconnecting cables with connectors 
Rectifier Alarm lights for low tape (yellow) and 
Controls for Rubout and blank tape broken tape or tape out (red) 

feedout Test switch for maintenance purposes 


Adapters are included for mounting punch panel on 19"' relay rack. Rack Mount DRPE 
Punch Sets do NOT include relay rack or enclosure. Relay racks may be readily ob- 
tained from any electronic supply house. 


Components 
Price Each Net 

DRPE600 High. SpeedsPunchiy 2.2. og. Bes seem @ fe see el ay eas @ $ 691.00 
147855 Tape Transport Panel Assembly ...........-2e0% 441.00 
147840 Biléectronive: Backame: aie aie eee ics ele Smale Canton. a. ee 1,009.00 
147842 19" Relay Rack Mounting Parts .........0..0000% 168.00 
279B Bulletin singe eee ew Oars CASS BAG GW SS od wae o ae es sins 
1186B BUNT EC Ta sae ais cecotin: to: Ses fer gtlsa @: “6: ke ooh Gelb ps swcen Sh or ) Bl oL-w Fe Moire al Wd =. 

Assembly. CHARBC™ oc. awetel see ee Slee Ae ele ew eee 44,00 


P.D. No. 141E 


Teletype Corporation 


P.D. No, 142 Price Each Set $ 53.00 Net 
Change 11 


Dated October 1, 1969 


Equipment Features and Components 
Description 


Teletype Corporation Paper Winder with these general features: 


Accommodates paper widths from 4-1/4 to Operable with friction feed printers only 
8-1/2 inches 

Winder capacity: 115V AC 50/60 cycle motor with Mercury 
400 feet of 8-1/2" paper Switch for controlling the motor current 


(Model 28 and 35 Page Printers) 
320 feet of 8-1/2" paper 
(Model 32 and 33 Page Printers) Smooth vinyl light olive gray finish 


Components 


‘Price Each Net 


LPW300HF Paper Winder ....... Pe REM A EE DS ee ee A $ 53.00 
1129B Bulletin: 64.224:4.46 5 ieee ede s 4a ie ewe wT OE Rw As oad 
570-301-705TC SCcllON! vive eeass seaeaen Paee eeu eiere ens os 


Optional Equipment to be ordered separately 


A. 193950 Copy Display Rack at $3,65 net each - for use with above winder when used on 
Model 28 or 35 Page Printers. 


B. 178598 Display Rod Assembly at $3.95 net each - for use with above winder when used 
for mounting such winder above a Model 28 or 35 Wall Mounted Page Printer. 


C, 195259HF Modification Kit at $5.45 net each - for use with above winder when used on a 
Model 32 or 33 console cabinet. 


P.D. No. 142 


Teletype Corporation 
P.D. No. 143 

Change 11 

Dated October 1, 1969 


Price Each Set $ 150.30 Net 


Equipment Features and Components 
Description 
Teletype Corporation Model 28 Self-Contained Answer- Back with these features: 
5- Level, 7.50 Unit Code output Optional gears for 60, 66, 75 or 100 wpm 


operation (45.5, 50.0, 56.9 or 75.0 Bauds) 
Generates up to 20 character message 


Answer-back drum (to be coded by the Base plate with panel 
customer) 
115V AC 60 cycle synchronous motor unit Padded cover finished in smooth vinyl light 
with motor hold contacts olive gray 
Components 
Price Each Net 
LABD500HF ANSWER BACK 25 oi. oe oO HE EERE DBE ww dH wo $ 129,00 
* 194808 GearSet“for GOlwpntt. sa as eee eued ak OR ERD 4.30 
* 199096 Gear Sét for 66 Wpmi« ..cc8 bem Roe ae aR 8.40 
* 194809 Gear"Set-for To°wpitir secea ana av oa haw wh Mee 4,30 
* 194815 Gear Serior 100" | bse se ee asa tk SS Sa oe ee S 4.30 
272B Bulletinicy js wisn ware ne ete Gos w We ee eee maa wee -- 


O74-235-800TC “Section. 2asiiavaeean ee tenet kts Shawano sews e -- 
*Each set of gears not required will result in a reduction in the above net price 
Approximate Dimensions and Weight 


Dimensions: 6''W x 6"H x 13-1/4"L 
Weight: 13 LBS. 


P.D. No. 143 


Teletype Corporation 
P.D. No. 144 

Change 11 

Dated October 1, 1969 


Price Each Set $ 135,00 Net 


Equipment Features and Components 
Description 
Teletype Corporation Model 35 Self-Contained Answer-Back with these features: 
8-Level, 11.0 Unit Code output 115V AC 60 cycle synchronous motor unit 


with motor hold contacts 
Generates up to 20 character message 


Answer-back drum (to be coded by the Base plate with panel 

customer) 
Geared for 100 wpm operation (110.0 Padded cover finished in smooth vinyl light 

Bauds) olive gray 

Component 
Price Each Net 

LABD800HF AMSWERSBACK: 24 8. 0a te iai aie, Ain wh eo ee we $ 135.00 
272B Bulletin’ ase 4: ed: ge we Be Meee 8 wee BOR ose el a wot aR -- 


574-235-800TC Section 


Aes CMH TARAS BER e FEDS EES Dw 0 fw 


Approximate Dimensions and Weight 


Dimensions: 6''W x 6"H x 13-1/4"'L 
Weight: 13 LBS. 


P.D. No. 144 


Teletype Corporation 
P.D. No. 145 
Change 11 


Dated October 1, 1969 
(Corrected) 


Price Each Set $ 946.90 Net 


Equipment Features and Components 


Description 


Teletype Corporation Assembled Telespeed Tape Sender Set 5A (VS227MB) with these 


general features: 


Reads 5, 6, 7 or &-levels of intelligence 
on fully perforated tape of 11/16", 7/8" or 
1" width and provides parallel wire output 
(CX) 

In-line feed hole 

28V DC 1 ampere operating magnets and 
feed magnet 


Make-only contacts 
Free wheeling, tight tape and tape-out 
mechanisms 


115V AC 60 cycle synchronous motor unit 
with gear set for 750 Baud operation 
(75 cps, 750 wpm) 


Tape sender, base, cover and motor unit 


48V DC power supply 
Motor control circuit 
Transmitter circuit 


Apparatus box for housing 48V Rectifier, 
Motor Control and Transmitter Circuit 
(for Wall Mounting) 


Test tape 


Base and cover finished in multicolor 
smooth dark and light gray vinyl 


Does not include tape winding facilities 
Approximate dimensions are as foliows: 


Reader - 6-1/2"W x 4-1/2"H x 14"D 
Apparatus Box - 13-1/4"'W x 16"H x 


for mounting on table 9-3/4"D 
Components 
Price Each Net 
198000 BOW RIC GUIINON a, Fei scarcavi capa sees Meo ec he seh g One SPS! aig UD sauna ooh oc gs $ 38.90 
198048 Motor Control Assembly ..........2-022220 0008 54.00 
198001 Transmitter Circuit Assembly ...........-++.28. 251.00 
198022 Apparatus Box Aigsenitly  .... 5 @ mice ee i es 17,00 
(12) 165102 SCREWS 4 ose ets Oa So Gale dee Si aig Buen bs hed =~ 
(2) 148554 MC Sta Ape we S3 scans vege piad as Scenes Gaels Soap ewes ae aaa rae 1,30 
VC219MB Tape Sender, Base, Cover and Motor Unit ......... 530,40 
292B BULIGtIn: gigs 4 25:57 Coheed 4 ieee ah Paes: Stes ete Poet -= 
295B BUTIGGI1 hse tte Sees, Bow cise aye, th Ao cs ase ese eno a eet -- 
1176B Bulle tinct etn ik eee a we eh eae ae a ees = 
Assembly Change... icc 5e ences gp be te esis: og verte oh lets eae aw 53.00 


Note: ‘Bell'’ Data-Phone Subset (402C) or its equivalent is not of our manufacture but is 


required for the above equipment. 


P.D. No. 145 


Teletype Corporation 
P.D. No. 145A 
Change 11 


Dated October 1, 1969 
(Corrected) 


Price Each Set $ 923.30 Net 


Equipment Features and Components 


Description 


Teletype Corporation Assembled Telespeed Tape Sender Set (VS248MB-TYPE 5) with these 


general features: 


Reads 6-levels of intelligence on fully per- 
forated tape of 7/8" width and provides 
parallel wire output (CX) - advanced feed 
hole 


28V DC 1 ampere operating magnets and 
feed magnet 


Make-only contacts 


Free wheeling, tight tape and tape-out 
mechanisms 


115V AC 60 cycle synchronous motor unit 
with gear set for 750 Baud operation 
(75 cps, 750 wpm) 


Tape sender, base, cover and motor unit 
for mounting on table 


48V DC power supply 

Motor control circuit 

Transmitter circuit 

Apparatus box for housing 48V Rectifier, 
Motor Control and Transmitter Circuit 


(for Wall Mounting) 


Base and cover finished in multicolor 
smooth dark and light gray vinyl 


Does not include tape winding facilities 


Approximate dimensions are as follows: 
Reader - 6-1/2"W x 4-1/2"H x 14"D 
Apparatus Box - 13-1/4"W x 16"H x 

9-3/4"D 


Components 
Price Each Net 
198000 ABV RECUELET  iiae a a idcst Sues tviay ae sa et Byes Spee ae eae ey hs ‘ $ 38.90 
198048 Motor Control Assembly .......cccccecevevees 54.00 
198001 Transmitter Circuit Assembly .........2eccee A 251.00 
198022 Apparatus Box Assembly .........2cceeeeee . 17.00 
(12) 165102 SCTIOWS ss; dapist op 65 "et Secae: wey va) od aneiee Jas ay Oy wore ose we ome op ose ergata oe 
VC237MB Tape Sender, Base, Cover and Motor Unit ......... 509.40 
292B Bulletin...... Ae Re ae] Ss gomeseheud ice sane : : ate 
295B Bahl tira 2e 2 coated ree s ratey ae OeUe, Riga eros ee ae ebay seta “ode = 
1176B Bibletines ci: igs ea ah SAS a Pr eae ote REO hake fe 
Atssembly-Charge is asccsccwsee ces BMGCa cpanel 53.00 


Note: ''Bell'’ Data-Phone Subset (402C) or its equivalent is not of our manufacture but is 


required for the above equipment. 


P.D. No. 145A 


Teletype Corporation 
P.D. No. 146 


Price Each Set $ 2,712.90 Net 


Change 11 
Dated October 1, 1969 


Equipment Features and Components 
Description 


Teletype Corporation Assembled Telespeed Tape Receiver Set 5B (VS228MB) with these 
general features: 


Operator adjustable, universal punch block Punch equipped with two 110V 60 cycle 
synchronous motors - one motor for tape 
feed and one motor for tape puller 

Punches 5, 6, 7 or 8-levels of intelligence 


on fully perforated tape of 11/16", 7/8" Cabinet houses set components and in- 
or 1" width upon receipt of parallel wire cludes tape handling facilities (3000 ft. 
signals (DRPE) tape supply reel and ten 800 ft. take up 
reels), electrical service panel, control 
In-line feed hole panel and lamps. Approximate dimen- 
sions are 54"H x 16"W x 24"D, Paint 
Punch driver module for 750 Baud opera- finish is multicolor combination of 
tion (75 cps, 750 wpm) smooth dark and light gray 
Components 


Price Each Net 


AC356MB GabmMel: oon ere Gg ese baie Sale aay Oe Soe Mare $ 779.00 
DRPE802 UH sein eines ha N Noe ARN x ep co ee ee 830.00 
199540 Punch Driver Module (750 Bauds) .........-..4. . ah 992.00 
148570 Brame Assembly <aicnevtsasdae ea evae ew aus 67.90 
292B Bulletin ones Ce SRE ES HS EM RO Ke we Ow SR EEE -< 
295B Bulletin: 0% wii al ce eB we ow wy & Wi ww 6 WG lo ewe S Ch = 
1186B PUT SY as a, vas aon ds pee sas NOS segs ae BS SE PSs NS ae a a to ae WG ad 
Assembly Charge: 4 ..6 Je ees ae bee ee HE ESS 44.00 


Note: 'Bell'’ Data- Phone Subset (402D) or its equivalent is not of our manufacture but is 
required for the above equipment. 


P.D. No, 146 


Teletype Corporation 


P.D. No. 146A Price Each Set $ 2,580.45 Net 
Change 11 


Dated October 1, 1969 


Equipment Features and Components 
Description 


Teletype Corporation Assembled Telespeed Tape Receiver Set (VS246MB-TYPE 5) with 
these general features: 


Punches 6-levels of intelligence on fully Punch equipped with two 110V 60 cycle 
perforated tape of 7/8" width upon re- synchronous motors - one motor for tape 
ceipt of parallel wire signals (DRPE) - feed and one motor for tape puller 


advanced feed hole 
Cabinet houses set components and in- 
cludes tape handling facilities (3000 ft. 
tape supply reel and ten 800 ft. take up 
reels), electrical service panel, control 
panel and lamps. Approximate dimen- 
sions are 54'"'H x 16"W x 24D, Paint 


Punch driver module for 750 Baud opera- finish is multicolor combination of 
ae tion (75 cps, 750 wpm) smooth dark and light gray 
Components 


Price Each Net 


AC356MB Gabinet. sig gee ys ww eR BML Se TEES oe eid We ai $ 779,00 
DRPE600 Purch . 2.0. steenes'e, Sate} ORS Te. eal Jos se attests aete 691.00 
199540 Punch Drive Module (750 Bauds) ........ceseee008 992.00 
148570 PiraniesASSe MAD, 2: pas giectey ical csigsaiee Ano tele etal fo) odes teat si ial 67.90 
323795 Chad Chute w/Bracket ........02ccccee. eee 6.55 
292B BUNCH aviawe acta esa ws oon ae.e Ra eee ww Re -~ 
295B SLVR ap pose nie: tate oh a9 9k a eae CO Ge IO ees -- 
1186B Bulletin 2 p2: sem oh 6 ee GR eae ee ae ee ee ee a mae 
a Aisseimbly*Chargee> 60sec ae oa eee eee wie emp eee ee) s 44,00 


Note: ''Bell'’ Data-Phone Subset (402D) or its equivalent is not of our manufacture but is 
required for the above equipment. 


P.D. No. 146A 


Teletype Corporation 


P.D. No, 147 Price Each Set $ 1,481.00 
Change 11 

Dated October 1, 1969 
(Corrected) 


Equipment Features and Components 
Description 


Teletype Corporation Assembled Telespeed Tape Sender Set 5C (VS229MB) with these 
general features: 


Reads 5, 6, 7 or 8-levels of intelligence on Mounting frame 
fully perforated tape of 11/16", 7/8" or 1" 


width and provides parallel wire output eNOS pawer supply 


(CX) Transmitter circuit 
In-line feed hole Motor control circuit 
28V DC 1 ampere operating magnets and Cover plate assembly 


Pea raanel Ten 800 ft. tape reels 


Make- - cont: 
Nine Cig Samaete Cabinet houses set components and in- 


Free wheeling, tight tape and tape-out cludes tape handling facilities, electrical 
mechanisms service panel, control panel, lamps and 
power cord. Approximate dimensions are 
115V AC 60 cycle synchronous motor unit 54"H x 16''W x 24"D. Paint finish is a 
with gear set for 750 Baud operation multicolor combination of smooth dark 
(75 eps. 750 wpm) and light gray 
Components 


Price Each Net 


AC364MB G@aibanet. omy es Ek seeds Eh ies tele er ge cee de ee $ 615.00 
CX803 PAY FUCA Oe ss. esa oh at agen ot at satya RUM tEWonte, scshiel ardor Gn rset sat Le 289.00 
MU443 MOO rr rite fie soos. ee 68a cobs ae, Cale sa 0b Te cent tien oe Natta ee a 70.00 
171877 GearASee | cigs so Mos eos Se Bina ede tev abies: GO ea 9.10 
199786 MOUNtINORRPAMIC: <2 vedi foe, ato eh, Mee a oe 61.40 
198000 Pew GanGiipole >... vag aeeed 4b i ak Bee ee a 38.90 
198001 Transmitter CincwitsKat . 2... seg is Soe a ew ee ees 251.00 
198048 Motor iGontroly Cip@uit. 6. 6k sete ee ess hee See ee 54.00 
(2) 148554 MESH ANIC sess Pe dere rcaies erie, nv ce os he oe ecg Gone es 1,30 
174114 CO ere latey se ies tec shale esteem me Perieete con be eos pee eee ie 5.00 

292B BNE, eet ha cca A Sat etal Sk se te ees oS -- 

295B SU CMe sie hse ae yrcPics cer wele noe arity oe te oem eley conan te unto ee ca, ie tate eaen ak -- 

1176B SUBD falta oe, actrees Mg ho Mot gcc iene nase ne Ce. etait om 
Assembly (Chapee ei wees een Sa ce eee ee eke 85.00 


Note: ‘Bell’ Data-Phone Subset (402C) or its equivalent is not of our manufacture but is 
required for the above equipment. 


P.D. No. 147 


Teletype Corporation 
P.D. No. 147A 
Change 11 


Dated October 1, 1969 
(Corrected) 


Price Each Set $ 1,457.40 Net 


Equipment Features and Components 


Description 


Teletype Corporation Assembled Telespeed Tape Sender Set (VS247MB-TYPE 5) with these 
general features: 


Reads 6-levels of intelligence on fully Mounting frame 
perforated tape of 7/8" width and pro- 
vides parallel wire output (CX) - ad- 
vanced feed hole Transmitter circuit 


48V DC power supply 


28V DC 1 ampere operating magnets and Motor Comal qincalt 
feed magnet Cover plate assembly 
Ten 800 ft. tape reels 


Cabinet houses set components and in- 


Make-only contacts 


Free wheeling, tight tape and tape-out cludes tape handling facilities, electrical 
mechanisms service panel, control panel, lamps and 
power cord. Approximate dimensions 
115V AC 60 cycle synchronous motor unit are 54"H x 16"W x 24D. Paint finish is 
with gear set for 750 Baud operation a multicolor combination of smooth dark 
(75 cps, 750 wpm) and light gray 
Components 


Price Each Net 


AC364MB Cabinet ~bsc eee gesewe ee eds ae Searntavyvmwswee 2 615,00 
C X603 TPAD CBR AGEN cities sens So se lesoc reise fe Coserep wise ser eRogeapigaas acs Bae 268.00 
MU43 MOt Oni ce aas eee e cohet varkatea® Ghalbee oo ierehe ete feiletie dive resenierte 70.00 
171877 Gear Seto ics verona o CRC waa oe eae outro ea Ue emigtonerug. teh 9.10 
199786 Mounting Frame .........2.008. SP RTP RO ROR CUE TS 61.40 
198000 POW SUpPPIY. ce fice ens! ghee ee a tanie: wcnens eet teh Sher Sere oe 38.90 
198001 Transmitter Circuit Kit ..... cere kash) S.78t che tage pees 251.00 
198048 Motor Control Circuit ..... ES es OAs Pe eS rae 54.00 
174114 COVERARNALCE oe ceeier seis, Sas ge ee oo eae air eae eae ks Ne orer 5.00 
292B FRU HM sete Fe fay asso Sate BRS, 5 Se Be. Scares oe as ews aie eer eree 6 -- 
295B BUSTY ng vicars ce vehleps voice ceveuiete 6 nalce heel oe (a eves emaltace: cveralve -- 
1176B BUG th cae aise. Soe S a eS Sites oko is fe), ous Saas nave AO May ek Oe -- 
Assembly Ghange: sei kere a ol oie aes RS 8% een 85.00 


Note: ‘Bell’ Data-Phone Subset (402C) or its equivalent is not of our manufacture but is 
required for the above equipment. 


P.D. No. 147A 


Teletype Corporation 
P.D. No, 152 


Change 11 
Dated October 1, 1969 


Price Each Set $ 1,900.00 Net 


Equipment Features and Components 


Description 


Teletype Corporation Assembled Model 35 Send-Receive CARData Typing Punch 


(VSL318HF) with these features: 
Eight-level, 11.0 unit code 


Fully perforated tape output on 1"' width 
tape 

Card output on individual or fanfold cards 
with printing and perforations across the 
top edge (accommodates cards of mini- 
mum 3" length to whatever length desired 


and 2-1/4" minimum to 6" maximum 
width) 


Print suppression 
Motor start relay 
On-off power switch 
Chad disposal facilities 


Data communications typewheel and keytop 
arrangement (ASCII Code) 


End of card indicator 


Four row keyboard with ''even" parity 


Transmits sequential signals "on-line" 
Shift and line break keys 
Repeat character 


Manual or coded card eject and manual card 
card advance controls 


Bi-directional manual feed control with 
backspace key 


Automatic card separation and rapid card 
advance upon receipt of on-line signal 


Base with vibration mounts, 500 ma 
selector magnet driver, multi-wire dis- 
tributor, power supply and 115 V 60 cycle 
synchronous motor with 110.0 Baud, 

100 wpm gears 


Parallel output of the keyboard is con- 
verted to sequential output by the multi- 
wire distributor 


Cover is finished in smooth vinyl light olive 
gray 


One copy each of Bulletins 304B and 1212B 
furnished with each set of equipment. 


Optional 


LEPT1 


Table for above set at $97.00 net each 


P.D. No. 152 


Teletype Corporation 


P.D. No, 153 Price Each Set $ 920,00 
Change 11 


Dated October 1, 1969 


Equipment Features and Components 
Description 


Teletype Corporation Model 35 CARData Transmitter Distributor with these features: 


Reads 8-level, 11.0 unit code (ASCII Code) Card guides and retractable tape guides 
from edge punched cards or 1" wide fully 
perforated tape and provides sequential Card-tape selector lever 
output 


On-off power switch 
Minimum card width: 1-9/16"' 


Maximum card width: 6" Tape and card control buttons - start, 
Card length: any stop and eject (ejects card only) 
Code reading and auxiliary contacts to Manual card advance control 
permit parallel signal output to external 
equipment Card ejector for individual cards or last 
card of fanfolded group = initiated at 
ic Spark suppressor for transmitting end of card, or from either code in card 
contacts or from external circuit 
Signal regenerator contact Card collector 
48 V DC Rectifier Base with mounting feet 
115 V 60 cycle synchronous motor with Cover finished in smooth vinyl light 
gears for 110.0 Bauds, 100 wpm olive gray 
Components 


Price Each Net 


LEXD801HF Transmitter Distributor ..... 0.2608 eee eee ees $ 920.00 

306B BUT CGE e)iey.c Wi-B6 wee: Jose ie aioe, Be Fi FS ere ne RE wus HO ese ete -< 

1211B ULC UTE: sina 40 ps cat sooo: ioe ow pe', 8.8. 0c Hay ke Gad we BS 8 0? We Map lewroe oo as -- 
Optional 


EPCF1 Edge Punch Card Feeder at $450.00 net each 


1. Controlled by above set 

2. Automatically feeds cards to reader 

3. Accommodates 100 cards of minimum length 
7", maximum length 8-1/2" and minimum 
width of 3" and maximum width of 3-1/2" 

aed 4, 115 V AC 60 HZ induction motor 

5. Cover 


LEPT2 Table for Card Feeder and Transmitter 
Distributor at $192.00 net each 


P.D. No. 153 


Teletype Corporation 
P.D. No. 154 
Change 11 


Dated October 1, 1969 
(Corrected) 


Price Each Set $ (See Below) Net 


Equipment Features 


Teletype Corporation High Speed Inktronic Receive-Only Page Printer Sets 
(2101 Data Terminals) for Serial Operation 


For use in| Front Code & 
Station Ar-} Panel | Character 
range- Set 
ments with 
Telespeed 
1050 Tape 
Terminals 


80~Character Line Length 
Discrete Calling Generator 


EE >» | 10 Character/Inch Horizontally 


EE > | Automatic New Line 8lst Character | 


‘Se 
E 
a 
ra 
> i ® 
= a 3 
df o/s 3a 
Ziq] 9 Ha; \@ 
Ay fs ao 2 
> g 84) |o § 
S Ba ae 2 a 
= = he fod he 68 5 a 
= gS a 
S1EEls|Elsels2luja (Se 
o _, om a 
Basic 3 als; sizsigs 3 Oat & Catalog 
Olol!] V1 o ®@{| 3 Sia | NS jo) e 
Arrangement a} Olam] | om OAIM] «oO :S) No. Price 
x |x |x |x |x ee 2101A-101| $5,450.00** 
ie a ee a S) 5,600.00 
rx x [xT ator a-103 | 5, 450,007" 
X/X(X[X[x, | | | x | [| | X |X [PI0TA-104] 5,600,007" | 
Ix |X {X[X{[x{ | | ft [x] xX | | [etorA-105] 5,450.00** 
X{X(X{xX{[xX/ | | | [xX] xX |  [X [2101A-106| 5,600,00** 
1050 Baud {|X |X [X |X |X r {| | [x] f xX {[ [2101A-107] 5,450.00** 
10 Unit Code [|X |X [XK [X [X r {| | [x] f Xx {xX [2101A-108] 5,600.00** 
X{X[X{X [XIX] | | TX] XT [2701-109] 5,490.00** 
X[X |X| [x] |X| | |X| x | | |Sf01A-110| 5,490,007" 
X{X[X/X{[xX] [| | xX | |X| xX [| f 2t01A-111] 5,510.00** 
XIX {XXX IX] || TX] TX 2101-112] 5,490.00** | 
XTX(R(X [RX] [XP | (x, | x | |a10iA-113| 5,490.00** 
x(x [K(x|x, | [xX] [x] | x | [e101a-114] 5,510.00" 
Ties. tell T2101A-115| 5,450.00** 
1200 Baud |X |X 1X(K Ix] |. |x] 2101A-116| 5,450.00** 
10 Unit Code Hk Tx TX Os WESE ROME ioe ae a ae 7|_5,450.00"* 
=] | 2 i 42 5,450.00** 
peed we Bee tal ee I 


NOTE 1: Front Panel Cut Out to accommodate Bell System 202C Data Set or equivalent 
(size and oseration) 
** The above terminais may have the Simulator {DATS1) factory installed. Please 
specify when ordering and add $250.00 to prices shewn above. 


Interface: EIA RS-232-B Paint Finish: Two-Tone Gray 


Input Power: 115V AC + 10% 60 Hz: 0.5Hz 


HABE GOO Wests: Brava. Capac nog The system requirements for input code 


Printing: Upper Case (Max. 62 Graphics and speed of operation determine the 
+ Space) basic terminal arrangement needed. 


P.D. No. 154 


Teletype Corporation 
P.D. No. 154 (Continued) 


Change 11 


Dated October 1, 1969 
(Corrected) 


Input Signal Code: 
5- Level (10 Unit Code Frame) 


1 Start — 1 Space — 5 Information — 
2 Mark — 1 Stop 
or 
USAS X3.4 ASCII 7-Level (10 Unit Code 
Frame) 


1 Start — 7 Information — 1 Parity* — 
1 Stop 


*Even Parity over the 8 Bits 


Input Data Rate: 
1050 Baud (105 Char./Second) 


or 
1200 Baud (120 Char./Second) 


INKTRONIC Printer Ink 1A (12 Fluid 
Ounces) Teletype Part No. 301168 at 
$1.80 net each. 


SIMULATOR Teletype Part No. DATS 1 
at $250.00 net each 


SIMULATOR DATS 1 with Mounting Hard- 
ware Teletype Part No. 331170 at 
$258.00 net each 


P.D. No. 154 (Continued) 


Teletype Corporation 
P.D. No, 154A 
Change 11 

Dated October 1, 1969 
(Corrected) 


Price Each Set $ (See Below) Net 


Equipment Features 


Teletype Corporation High Speed Inktronic Receive-Only Page Printer Sets 
(2101 Data Terminals) for Parallel Operation 


e For use in} Front | Code & 
3 Station Ar-| Panel | Character 
D> &|_| range- Set 
rs $ |2| ments with 
very g ww 
als O| 3] Telespeed i) 
+ 
S| t|-| 750 Tape 3 
S]ls (aan rt | é @ HM 
%}o)/4]o] &| Terminals | qe ¢ 
oes 3) 2 S = o 
o ae ie7) 
e/s/£}-4] 3 EZ] |e 
alelo a £O a = 
Ale =| z, od s|s 
Sd > 3 lois! iS) (o) “et 
ee] st Ola oO afc 
Q\o/SI/4\& og H oa ee 
S/S} el}olz “a 2, 9/0 
EES |3/8) [8/28/28] |2 |s8lz 
Bla] o ale | ple Pla S 2 ® 
5/6|S/ElS/S$| 3/33 2a\ 415 >| & Els 
Basic “fl beet SI ~ 2 = ele eles Qala g a ie 
® o t 3 
Arrangement Slalo|tlolalm|armloa LO}w OA Price 


ae 


x|xix|x|x] [| [x] |x| | |etora-201]35,300.00%+| 
Pepe Seppo an a= 
rababe? stam BIOLA-203| 5,300.007* | 


Up To OS 2 Em Re Se ae a Bg PTE 450,007 
120 RTT a | {| | 2101A-205] 5,650.00** 
Characters 


}x | X | 
Per Second pepe eee STOTA-207] 8800-00 
Tee sx x |__| x [2i0Ta-208| 5,450.00 
a t0 A= 209] 5,300,007" 


Pt ty JX] 2101 4-210} 5,450.00** | 


ae 


><] >< 


NOTE 1: Front Panel Cut Out to accommodate Bell System 804A Auxiliary Data Set or 
equivalent (size and operation) 
** The above terminals may have the Simulator (DATSi) factory installed. Please 
specify when ordering and add $250.00 to prices shown above. 


Interface: See Parallel Interface Facts in Printing: Upper Case (Max. 62 Graphics 
Supplementary Technical Data Section of + Space) 


the product catalog Paint Finish: Two-Tone Gray 


Input Power: 115V AC +: 10% 60 Hz The system requirements for input code 
+ 0.5 Hz Approx. 600 watts 8 amp. fused determine the basic terminal arrangement 
circuit needed. 


P.D. No. 154A 


Teletype Corporation 
P.D. No. 154A (Continued) 


Change 11 


Dated October 1, 1969 
(Corrected) 


Input Signal Code: 


d- Level Code 
1 Space — 5 Information — 2 Mark 
or 
USAS X3.4 ASCII 7-Level 


7 Information — 1 Parity* 


*Even Parity over the 8 Bits 


Input Data Rate: Up to 120 characters 
per second max. 1200 wpm (data 
modem limits may prevent operation 
at maximum rate). 


INKTRONIC Printer Ink 1A 12 Fluid 
Ounces, Teletype Part No. 301168 at 
$1.80 net each 


SIMULATOR Teletype Part No. DATS 1 
at $250.00 net each 


SIMULATOR DATS 1 with Mounting 
Hardware, Teletype Part No, 331170 
at $258.00 net each 


P.D. No. 154A (Continued) 


Teletype’ Corporation 
P.D. No. 156 


Change 12 
Dated April 1, 1970 


Price Each Set $2, 658. 00 Net 


Equipment Features and Components 


Description 


Teletype Corporation Model 37 Heavy Duty Send-Receive Page Printer Set (Catalog No. 
37/202-3B Friction Feed for general purpose and switched network applications with 


these features: 


150 words per minute, 15 char/sec., 
150 Baud 

Eight-level, 10,0 unit code 
(one start element, seven information bits, 
one parity bit and one stop element) 

USA Standard Code for Information Inter- 
change (USAS-X3.4) ASCII 7-level 

Page Printer with 8-1/2" wide friction 
feed platen 

On-line or local control of the following 
features: 
A. Horizontal tabulation 
Horizontal tabulation stop setting 
Form-out for 11" forms 
Vertical tabulation 
Vertical tabulation stop setting 
Two color printing 
Half line space forward and reverse 
Reverse line space 
“ift-out for additional graphics 
Backspace 

itional features: 
Data communications six row type box 
(96 positions) with 94 printable 
Upper and lower case printing 
Horizontal spacing 10 characters per 
inch 
Adjusted for 72 character line (inter- 
nal mechanical adjustment will permit 
maximum of 82 characters) 
Print position indicator 
Low paper alarm 
End-of-line indicator 
Adjustable print density for multiple 
copy (operator adjustable) 

S. New line-carriage return and line 

space on line feed character 


MO mmo Op 


nl 
ry 


cy 
orm 


A 


a 


2 SP 


OO 


Keyboard - 4 row configuration 


A. Keyboard capable of generating the 
128 ASCII code combinations with even 
vertical parity 


B. Keyboard contains two shift keys and 
one shift lock key as well as repeat 
operation on the following keys: 


1, LF 6. Colon & Asterisk 

2, SP 7, Equals & Hyphen 

3. NULL 8, Period 

4. BS 9. Underscore 

5. DEL 10. Upper and Lower Case X 


Electrical Service Assembly and circuit 
cards to provide the following: 


A. Electronics Industries Association 
(EIA) Interface RS-232-B 
Terminating in a 25 Pin Interface 
Connector 

B. Selector Magnet Driver 

C. Keyboard Interface 

D. Parallel to Serial Converter Circuit 
Card 

E, Interconnecting Cables 

F, Receiving Signal Regenerator with 
Parity Error Detection 

G. Alarm Control 

H. Send, Receive, Mode and Channel 
Control Circuit Cards 

I. DC Power Supply 

J. Answerback Mechanism with 20 
codeable positions 

K. Motor Control 


1, Local by switch 
2, On-line from "Data Set Ready'"' 
Signal 


m 


Capability of on-line control of full or 
half-duplex operation 

M. Proceed lamp indicates "Clear to 
Send" signal from the Data Set 


P.D. No, 156 


Teletype Corporation 
P.D. No. 156 (Continued) 
Change 12 

Dated April 1, 1970 


Utility Strip containing the following: Optional Equipment Set 


- Motor Control Relay 1, Teletype Corporation Model 37 Heavy 


A 

B. Signal Bell 

C. Copylight Transformer 

D. AC Power Cord 

E. AC Receptacle Strip for Electrical 
Service Assembly Data Set, etc., and 
Circuit Breaker for AC Power Input 

F, Input power required: 115 V AC +10% 
and 60 +.45Hz single phase 3-wire, 


Duty Send-Receive Page Printer 
Set (KSR) Pin Feed for General 
Purpose and Switched Network 
Applications. (Ref: Catalog No. 
37/202-4D at$2, 682. 00 net each) 
Identical to set described above 
except this set has the following 
variations: 


300 Watts 


Control panel with a pushbutton for local 
and on-line control of the printer, and A, 9-1/2" wide pin feed platen 

’ keyboard in addition to an interrupt 
switch, proceed lamp, here-is switch, 
printer end of line lamp, a low paper 
alarm lamp, a parity error lamp and an 
out of service key. 


B. Adjusted for 72 character line 
(internal mechanical adjustment 
will permit maximum of 84 
characters, 

Cabinetry includes the following: C. Paper Out Alarm 

A. Table console to house set components 
and to provide operator work space on 
right side 

B. Hinged page printer cover to ease 1 
replenishment of paper and ribbon 
(includes copylights) 


General Information 


The above sets are assembled to the 
fullest extent possible. 


Miscellaneous 2, As an option for pin-feed sets, order 


separately the following paper handling 
parts: 


Approximate overall set dimensions: 


3 feet high (to top of printer cover) 
2 feet 3 inches deep 
2 feet 8 inches wide 328284GF Paper Container for Rear 


: . Loading - $27.00 net each 
Approximate set weight: 205 pounds 


Set paint finish - two tone combination of 
charcoal gray and ivory 


330697GF Form Accumulating Shelf - 
$12. 00 net each 


P.D. No. 156 (Continued) 


Teletype Corporation 
P.D. No. 157 

Change 12 

Dated April 1, 1970 


Price Each Set $4, 318.00 Net 


Equipment Features and Components 


Description 


Teletype Corporation Model 37 Heavy Duty Automatic Send-Receive Page Printer Set 
(Catalog No. 37/302-3C) Friction Feed for General Purpose and Switched Network 


Applications with these features: 


150 words per minute, 15 char/sec., 150 
Baud 

Eight-level, 10.0 unit code 
(one start element, seven information 
bits, one parity bit and one stop element) 

USA Standard Code for Information 
Interchange (USAS-X3,.4-ASCII 7-level) 

On-line or local control of the following 
features: 

Horizontal tabulation 

Horizontal tabulation stop setting 

Form-out for 11" forms 

Vertical tabulation 

Vertical tabulation stop setting 

Two color printing 

Half line space forward and reverse 

Reverse line space 

Shift-out for additional graphics 

Backspace 


GP mOmMmU ODD 


Additional features: 

K. Data Communications six row type 
box (96 positions) with 94 printable 
graphics 

L. Upper and lower case printing 

M. Horizontal spacing 10 characters per 
inch 

N. Adjusted for 72 character line (inter- 
nal mechanical adjustment will permit 
maximum of 82 characters) 

O. Print position indicator 

P, Low paper alarm 

Q. End-of-line indicator 

R. Adjustable print density for multiple 
copy (operator adjustable) 

S. New line - carriage return and line 
space on line feed character 


Keyboard - 4 row configuration 
A. Keyboard capable of generating the 


128 ASCII code combinations with 
even vertical parity 


B. 


C. 


Keyboard contains two shift keys and 
one shift lock key as well as repeat 
operation on the following keys: 


1. LF 6. Colon and asterisk 

2. SP 7. Equals and hyphen 

3. NULL 8. Period 

4. BS 9, Underscore 

5. DEL 10. Upper and Lower Case X 


Keyboard character counter 


Electrical Service Assembly and circuit 


cards to provide the following: 


A. 


SRO mmo O 


nS 


r 


Electronics Industries Association 
(EIA) Interface RS-232-B 
Terminating in a 25 Pin Interface 
Connector 

Selector Magnet Driver 

Keyboard Interface 

Parallel to Serial Converter 
Interconnecting Cables 

Receiving Signal Regenerator with 
Parity Error Detection 

Alarm Control 

Character Counter Control 

Send, Receive, Mode and Channel 
Control Circuit Cards 

DC Power Supply 

Answerback Mechanism with 20 
codeable positions 

Motor Control 


1. Local by switch 
2. On-line from ''Data Set Ready" 
Signal 


M. Capability of on-line control of full 


or half-duplex operation 

Proceed lamp indicates ''Clear to 
Send" signal from the Data Set 
On-line control of the tape punch and 
reader 
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Utility Strip containing the following: 


A. Motor Control Relay 

B. Signal Bell 

C. Copylight Transformer 

D, AC Power Cord 

E, AC Receptacle Strip for Electrical 
Service Assembly Data Set, etc., and 
Circuit Breaker for AC Power Input 

F, Input power required: 115 V AC +10% 
and 60 +.45Hz single phase 3-wire, 
5950 Watts 


Control panel with pushbuttons for local 
and on-line control of the printer, punch, 
reader and keyboard in addition to an 
interrupt switch, proceed lamp, here-is 
switch, keyboard and printer end of line 
lamp, paper alarm lamp, error lamp and 
out of service key. 


Cabinetry includes the following: 


A. Table console to house set com- 
ponents and to provide operator work 
space on right side 

B. Hinged page printer cover to ease 
replenishment of paper and ribbon 
(includes copylights) 


Tape Punch and Reader Module with these 
features: ; 


A. 150 words per minute, 150 Baud 15 
char./sec. transmitting or receiving 

B. Serial signal input and output 10 unit 
code consisting of 1 start bit, 8 in- 
formation bits and one stop bit 


Punch 


A. Non-typing capable of producing a 
one inch wide, 8-level, fully punched 
tape dimensioned in accordance with 
USA Standard USAS X8,18.1967 

. Off-line tape backspace switch 

. Manually operated tape feed-out lever 

. 1,000 foot tape supply reel with a low 
tape indicator alarm 


O0awW 


Reader 


A. Capable of reading one inch wide 
8-level tape conforming to USA 
Standard USAS X3.18.1967 

150 word per minute, 15 char./sec. 
parallel output to the set control 
logic 

C. Tight tape and tape out sensors 

D. Run-stop-free switch 

E. Single character read-step switch 


a 


Punch and Reader Cabinetry 


A. Cabinet houses the punch and reader, 
a module for component interface 
circuit cards and a tape storage 
bin for over 50' of punched tape 

B. The front access door of the cabinet 
is equipped with a tape winder 

C. Visible chad level container 


Miscellaneous 


Approximate overall set dimensions 
including punch and reader module: 
3 feet high (to top of printer cover) 

2 feet 3 inches deep 
3 feet 9 inches wide 

Approximate set weight: 325 pounds 

Set paint finish - two tone combination 
of charcoal gray and ivory 


Optional Equipment Set 


Teletype Corporation Model 37 Heavy Duty 
Automatic Send-Receive Page Printer 
Set Pin- Feed for General Purpose and 
Switched Network Applications. 

(Ref: Catalog No. 37/302-4E at 

$4, 381. 00 net each) Identical to set 

described above except this set has the 

following variations: 

A. 9-1/2" wide pin feed platen 

B. Adjusted for 72 character line 
internal mechanical adjustment will 
permit maximum of 84 characters) 

C. Paper Out Alarm 

D. Supply box for rear loading of forms 

E. Form Accumulator Shelf 


General Information 


The sets are assembled to the fullest 
extent possible. 
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